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 . The National Bureau of Standards (NBS) and the National Institute of Standards and Technology (NIST). Virus protection and
backup. Acrobat Reader 9.0 or higher is required to view this file. Corel WordPerfect version 9.0 or higher is required to view
this file. NoWATD has not tested any of the programs listed on this site., a noise filter, a multi-domain quantizer, and a noise

adjustor are included in the quantizer. The operations performed by each of the noise filter, the multi-domain quantizer, and the
noise adjustor are complementary to the operations of the remaining elements. The multi-domain quantizer comprises a

plurality of single-domain quantizers, each of which has a quantization threshold separated from the other thresholds by at least
one quantization level. Each quantizer comprises a read-write register and a comparator. The noise filter comprises a

comparator, a shifting register, and a noise adjustor. The comparator and the shifting register compare the signal level of the
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input signal with the quantization threshold of a quantizer. The comparator generates a signal indicating the difference between
the signal level of the input signal and the quantization threshold. The comparator and the shifting register cooperate with each
other to generate an output signal indicative of the amplitude of the input signal. The shifting register comprises a plurality of

shift registers. Each of the plurality of shift registers is responsive to the output signal from the comparator to shift a bit
associated with the comparator into the shift register. The noise adjustor comprises a first adder and a second adder. The first
adder adds a first quantity to a second quantity. The first quantity is the signal level of the input signal. The second quantity is

the difference between the signal level of the input signal and the quantization threshold of a quantizer. The second adder sums
the output of the first adder with the output of the comparator. The output of the second adder comprises an output value

indicative of the amplitude of the input signal and a control value. The control value is determined by the output of the first
adder and is indicative of the difference between the signal level of the input signal and the quantization threshold of a

quantizer. The noise adjustor also comprises a divider which divides the output of the second adder by a quantization threshold
of a quantizer. The divider has a finite resolution, so that, for a given input signal level, the control 82157476af
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